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LED Replacement Bulbs (12/24V):  Bayonet and Bi-Pin Magnum LEDs 

The Magnum LED Series:                                                                                          
 
These Magnum LED bulbs come in several models and are ideal for replacing your existing incandescent or halogen bayonet 
or bi-pin lights.  Unique, cutting-edge, internal circuitry and the highest quality components make Dr. LED's the longest lasting, 
most energy-efficient LED products on the market.  These high-quality bulbs produce a warm white light and are the perfect 
way to reduce energy consumption on your boat. They have a long service life, are shock-resistant, and UV, lead, and mercury-
free.  These bulbs are ideal for cockpit; map reading lights, emergency lights, etc.  They produce a spot-type beam and are 
best used in directional light fixtures.  

 
Features 

 Bayonet style bulbs replace BA type (15 mm) incandescent bulbs used in many boats and RVs; available in single 
contact (BA15S), and double contact indexed (BAY15D) and non-indexed styles (BA15D).  

 2-pin style with 4 mm pin spacing replaces the super hot “standard” MR11 mini-reflector style halogen bulbs, 
commonly used in many boats and RVs. 

 2-pin style with 5.3 mm pin spacing replaces the hot MR16, mini-reflector halogen bulbs. 

 Lead and mercury free, no UV output. 

 Dimmable with most PWM dimmers. 

  

 

 

 

 

 

 

 
Part # 8001245 9000449 8001252 8001269  

Base BA15S BA15S BAY15D BA15D 

Description Bayonet 2W Bayonet 2W Bayonet 2W Bayonet 2W 

Connection Single Contact  
Elongated Single 
Contact  

Double Contact  Double Contact   

Side Pins 
Level Pins,  
Non-Index 

Level Pins,  
Non-Index 

Offset Pins, 
Indexed 

Level Pins,  
Non-Index 

Lumen Output 150 Lumens 150 Lumens 150 Lumens 150 Lumens 

Voltage 
10-30VDC,  
12VAC 

10-30VDC,   
12VAC 

10-30VDC,  
12VAC 

10-30VDC,  
12VAC 

 
 
 
   
 
 

  

 
 

 

Part # 8001825 8001832 8001238 

Type MR16 1X MR16 3X MR11   

Description Bi-pin 1.5W Bi-Pin 4W   Bi-Pin 2W  

Lumen Output 120 Lumens 200 Lumens 150 Lumens 

Voltage 10-30VDC, 12VAC 10-30VDC, 12VAC 10-30DC, 12VAC 

  


